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GCROWING YOUR WORLD. SAVING QURS

INSTALLATION GUIDELINES

STYLEBOARD™ Interloc - Premium Quality Bamboo Flooring

Installation Guide

Please read this guide carefully to ensure installation of your floor is to an
appropriate standard. For compliance to our comprehensive warranty provisions
these steps and important tips should be followed to ensure satisfactory floor
installation. If assistance is required please consult with your reseller or professional

installer.

Important:

It is considered the sole responsibility of the installer/owner to determine if the job
site’'s sub floor and environmental conditions are suitable for the installation of Style
Plantation’'s flooring and accessories.

Final inspection of the flooring is the responsibility of the installer/owner. Any defects
in the product should be notified in writing to the point of purchase reseller of the
flooring before installation. Once the floor has been installed it is deemed to have
been accepted by the purchaser.

Prior to installation carefully examine the flooring for:

T Grade

T Colour and profile, note: all natural products will display colour variation and

texture
T Finish and quality
T Straightness and warping
T Ensure there is adequate lighting for proper inspection

T  Any suspect or obvious out of grade products should not be installed and

should be reported to your reseller immediately for assessment.
Pre-installation Notes:
T Flooring should be one of the last items installed for all commercial or

domestic applications. It is expected that all plaster and painting work should

be completed prior to the installation of the flooring.




T All work involving water e.g. plumbing in the kitchen, laundry and bathroom
should be completed before bamboo flooring installation to avoid unnecessary

spillage or water egress,

T Trade education on-site is required to alert associated trades that the
product being installed is pre-finished and care is required to avoid

unnecessary damage to the surface coatings etc,

T Do not store bamboo (loose boards) long term directly on concrete or near

outside walls.

1T STYLEBOARD™ is not recommended for bathroom, laundry or wet areas

T During installation, all bamboo cuts (sides or ends) must be sealed with a good
quality sealing oil. Take special precautions and seal the sides and ends near
bathrooms and laundry doors, kitchen appliances, windows and entries that

could be subject to water egress.

T Surface damage or water ingress during and after installation will not be

covered by the warranty.

For High Temperature and High Humidity regions including Coastal zones:

T Special care should be taken to provide adequate acclimatization of the floor
boards prior to installation - ideally boards should be acclimatized on site for

3-5 days prior to installation.

T IN these types of environments, expansion and contraction are commaon and
the boards need to achieve some form of balance prior to installation.
NMethods of installation that accommodate for these types of changes are

recommended in the regions with humidity levels higher than 80%a.

T Note: Housing locations situated on elevated sites with open sub-floor spaces
require special precautions. In such locations, very dry winds or windblown
rain and fog can result in extreme changes to the lower surface area of the
floor. Extreme shrinkage or swelling may result. Suitable protection to the

underside of the board is required.

T  Appropriate expansion allowances and joints of 15mm must be incorporated

into the floor installation to provide a quality outcome.




General Installation

STYLEBOARD™ Interloc flooring uses an ingenious patented form of tongue and
groove to “click” the boards in place. The Uniclic system requires no glue or nails and
is designed as a floating floor system. STYLEBOARD™ Interloc flooring is much
easier and cleaner to work with providing a fuss free and easy installation. An
installation video can be viewed by clicking on this link:

http:/ wWww.uniclic.com/en/technology/index.asp?p=glue-less-clic-installation

The installation section will help guide you through the techniques required for your

project.

Installation Tips:

Inspect each board for defects and grade for use
Stack into colour range (light, medium, dark) for blending
Do not use STYLEBOARD™ Interloc flooring in damp or wet areas

Do not install cabinets or wall on top of the floating floor.
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Do not attempt to knock STYLEBOARD™ Interloc flooring into place with one

hit. Be sure to tap all joins, even if the board appears to be in place.
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Tapping block should be used; to avoid damaging the boards

Do no install defective boards, check each board prior to installation

T For room widths greater than 6 meters, further expansion provisions will be
necessary. Please refer back to guidelines from the point of purchase
reseller.

T For new construction allowing the floor to float under plaster walls is

advantageous. This practice enable the floor to have more space to cater for

natural expansion and contraction. Skirting should be fixed after installation.

1. Tools Recommended

Hammer (1I1b/500g), rubber tapping block (tested on a section of the boards
to ensure it won't damage the boards), tape measure, spacer blocks/wedges
(15mm), saw, crowbar or pinch bar with protruding edge (to be tapped on

with a hammer).

When sawing the pieces off the boards, use fine toothed hand saw, jigsaw or
cross-cut saw. To achieve a clean cut, saw with the face side down with a

jigsaw, face side up with a hand saw or cross-cut saw.

2. The Best Preparation

The floor should preferably installed parallel to the way the lights falls. The
ideal environment is a temperature of 15°C- 20°C and relative humidity of
5000 - 680Q0%0. Allow STYLEBOARD™ Interloc flooring to acclimatize for 48
hours in its original packaging, in the area that it is to be installed. Place
the packs in the middle of the room, NEVER against a wall or a place in

the cornenr.



http://www.uniclic.com/en/technology/index.asp?p=glue-less-clic-installation

Check that:

T Doors cab=n still open and close after installing the floor with a sub-
floor (mMinimum of 10mm)
Door frames may need to be adapted to install floor under them

T Old plinths/skirting can be removed

3. Sub-Floors

The sub floor must be thoroughly clean and flat before STYLEBOARD™
Interloc flooring can be installed on it. Flatten any unevenness of more
than B5rmm over a 3m radius. Suitable subfloors include concrete, particle
board, timber floors and both ceramic and vinyl tiles, among others.
Please consult with your professional flooring installer or supplier to

determine suitability of sun=b-floor surface.

Concrete (New construction)

Moisture content of the concrete not to exceed 2.500

A freshly poured coating must dry out for at least 1 week per
24mm thickness up to 400mm and 2 weeks per 34mm thickness
above 400mm with sufficient ventilation. (34mm concrete must

therefore dry out for a minimum of 8 weeks)

Concrete (renovated construction)

T INn the case of sheet vinyl flooring i.e. linoleum etc, STYLEBOARD™
Interloc flooring may be installed on the existing floor covering.
Note: Regardless of the existing flooring, sub-floor requirements still

apply.

Wooden/Timber Floor:

1T STYLEBOARD™ Interloc flooring may be installed over existing floor
coverings such as full spread vinyl: however it must be properly bonded
with Nno loose edges or seams.

1 The wooden floor must be sufficiently stable. Any loose parts must be
nailed downs and if necessary a level under-floor must be installed.
The moisture content of the wood must not exceed 10C%0.
It is essential that the crawl space y=under the wooden floor be
sufficiently ventilated (minimum 15mm ventilation opening per square
meter of floor).

T Be sure to install new boards across the existing boards in a cross-

hatch fashion.




Moisture Barrier
Concrete Sub Floor:

Style Plantation recommends the use of a high quality moisture barrier

epoxy resin such as SIKA MB and a polyethylene vapour barrier (or

equivalent) over the entire sub- |G




